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Zinc has been used as a sacrificial anode material in seawater since 1824. Modern zinc anodes used for Cathodic 
Protection are cast from high purity zinc (99.99%) alloyed with aluminium and cadmium with limitations on the level of 
lead, iron and copper. 
 
Typical applications include, submarine pipelines, ballast tanks, offshore structures, storage tank internals, quay walls, 
water tanks, marine applications and ships’ hulls. 
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AI (Aluminnium) 0.100 0.500 

Cd (Cadmium) 0.025 0.070 

Fe (Iron) 0 0.005 

Cu (Copper) 0 0.005 

Pb (Lead) 0 0.006 

Other 0 0.100 

Zn (Zinc) 99.314 0 
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0.25 Kg NET / 0.3 Kg GROSS 

Zinc Disc Anode 

0.4 Kg NET / 0.8 Kg GROSS 

Zinc Disc Anode 

0.9 Kg NET / 1 Kg GROSS 

Zinc Disc Anode 

2.3 Kg NET /  5 Kg GROSS 

Zinc Disc Anode 
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0.9 Kg NET / 1 Kg GROSS 

Zinc Bolt On Hull Anode 

2 Kg NET / 2.1 Kg GROSS 

Zinc Bolt On Hull Anode 

2.8 Kg NET / 3 Kg GROSS 

Zinc Bolt On Hull Anode 

2.8 Kg NET / 3 Kg GROSS 

Zinc Bolt On Hull Anode 
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3.8 Kg NET / 4 Kg GROSS 

Zinc Bolt On Hull Anode 

6 Kg NET / 6.6 Kg GROSS 

Zinc Bolt On Hull Anode 

6 Kg NET / 6.6 Kg GROSS 

Zinc Bolt On Hull Anode 

8.5 Kg NET / 9.2 Kg GROSS 

Zinc Bolt On Hull Anode 
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11 Kg NET / 12 Kg GROSS 

Zinc Bolt On Hull Anode 

11.5 Kg NET / 12 Kg GROSS enough  

Zinc Bolt On Hull Anode 

11.5 Kg NET / 12 Kg GROSS 

Zinc Bolt On Hull Anode 

12 Kg NET / 12.4 Kg GROSS 

Zinc Bolt On Hull Anode 
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13 Kg NET / 13.4 Kg GROSS 

Zinc Bolt On Hull Anode 

15.2 Kg NET / 16.2 Kg GROSS 

Zinc  Bolt On Hull Anode 

19.3 Kg NET / 20 Kg GROSS 

Zinc Bolt On Hull Anode 

43.6 Kg NET / 44.1 Kg GROSS 

Zinc  Bolt On Hull Anode 


